
Dual IR control to
DVD / amplifier

Direct RS232
Control

Connect to XVGA Podule for
4 x 1:2 XVGA switching

Sreen Podule control
interface via podNet

PodNet Link to interface to
other Ikon AVS devices

The Euro8 Podule from Ikon AVS is a compact 8 button control panel that fits any European 
standard 50mm ‘snap in’ frame. It combines the convenience of direct RS232 control over 

display devices such as projectors and LCD screens with the versatility of infrared control. 
Additional switchers and devices such as the Ikon XVGA Podule, may be added as well as video 

switchers and screen / blind control via the PodNet Link.

Actual Size

Fully programable functions and 
control via PodFlow

RS232 in/out control

Dual Infra red control outputs

Eight buttons with multi program 
functions

Eight dual colour (yellow/green) 
LEDs

Compatible with all Ikon Podules
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*
*

*

*

*
Integrate to any control system 
or use as a standalone controller*
Customer definable button legend*

Shown with optional chrome 1G frame.



SpecificationRear view & connection detail
Dual CIR outputs
to control devices 
via infrared 

RS232 port
for device control

24V DC in

Programming 
Port (RS232)

PodNet
Used for 
connecting
multiple 
podules

UK Frames Available

The Ikon solution
XVGA/Audio input via Ikon interface panels

XVGA/Audio input via 
Ikon interface panels

Projector
control

via RS232

XVGA and audio

PodNet

Touch10
Podule

Wall16 Podule

Screen PoduleVideo Podule

Audio Podule 

Euro8
Podule

Infrared 
control

Use on its own for small system control of display, AV source 
and amplifier or link via PodNet for control of larger integrated 
systems.

Having a compact 50 x 50 x 30mm size the Euro8 can be 
supplied pre-labelled for an application or with separate panel 
and label sheet for installer configuration.

The control software is even more flexible allowing the buttons 
to be assigned for single, interlocked, grouped and assignable 
operation each with a separately controlled dual colour LED that 
can be on, off or flashed at multiple rates. Couple this to the 
flexible control architecture, dual IR ports each capable of over 
96 commands and a bi-directional RS232 port, the Euro8 
Podule is the ideal controller for small and medium systems.


